
20
19

Come visit our show garden



About Us...
One of Ireland’s largest importers of paving products, 
Millbrook Paving Centre is a single source for all your patio 
and paving needs. We offer great choice with our large range 
of Sandstone and Limestone Paving Products.

We have a well stocked yard and carry our full range of 
colours and sizes in stock. We also carry all the materials 
required to complete your paving or patio project.

We pride ourselves on our very competitive prices and 
excellent service. Please ring for a quotation or for some 
advice, or call to our yard where you can see our display.

CONTACT US 
Tel: 01 287 5016 
Mob: 087 262 5428 
sales@millbrookpaving.ie
www.millbrookpaving.ie

OPENING HOURS 
Mon-Fri: 8.00 am - 5.00 pm 
Sat: 8.00 am - 1.00 pm 
Closed Sundays and Bank Holidays
(Subject to change)
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Sandstone PAVING
Our range of sandstone paving are traditionally quarried and offer a 
wide range of colours. Unlike the man made concrete alternatives, 
each piece of stone has its own characteristics and adds a 
beautiful finish and patina to your garden or home. Amongst its 
varying array of colours running through the stone, the naturally 
riven textures adds a welcoming warmth and feel to your garden.
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Sandstone - Camel Dust
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Sandstone - Mint
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Sandstone - Grey
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Limestone is a beautiful and extremely durable paving that has 
a far less riven and smoother surface than most sandstone. We 
have selected four colours within this collection, all of which will 
complement a modern or classic garden design. All types boast 
proven durability for exterior use.

Limestone PAVING
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Limestone - Grey
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Limestone - Black
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Limestone - Yellow

millbrookpaving.ie 9



Limestone - Tumbled Yellow
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Limestone -  Kota Blue
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Egyptian Limestone PAVING
Egyptian Limestone is a durable limestone with a distinctive surface finish that has 
pelt like texture. Subtle colour tones of this beautiful limestone will complement 
any modern garden  design, giving a contemporary feel to the living space.

millbrookpaving.ie12



Egyptian Limestone - Cream

millbrookpaving.ie 13



Travertine PAVING
Used as a paving in Italy, Greece and Turkey since ancient times, travertine boasts its own 
unmistakable character. Travertine ‘Natural’ Paving is a high-quality natural stone, honed 
and tumbled to produce the attractive smooth surface and varied texture of fissures so 
typical of this type of stone.
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Travertine - Creme

millbrookpaving.ie 15



Granite - Silver

Granite PAVING
Granite paving is hard wearing and prestigious with a sparkle that glints in the sun. 
Its machine cut edges and even surface lend themselves to stylish, contemporary 
applications. Granite paving is available in three sizes and two colours.
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Granite - Oatmeal
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Porcelain PAVING
Outdoor porcelain is a new alternative to traditional stone paving. It is quickly becoming a 
popular choice for customers seeking a modern contemporary look for patios or outdoor 
space. This type of porcelain has been specifically designed for exterior use in 20mm thickness 
and comes with a variety of advantages. It is non-porous and water resistant and doesn’t fade 
over time. It is also stain-resistant and does not suffer from UV fading.
Maintenance is also easy, requiring only a regular hose down or one deep clean per year. 
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Porcelain - Charcoal
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Porcelain -  Grey
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Porcelain -  Sand
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Porcelain -  Stone Grey
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Porcelain -  Biscuit Beige 
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Porcelain -  Midnight Black
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Stone PEBBLES
Grey Pebble (14mm)Ballylusk (10mm)

Brown Shingle (20mm)Brown Shingle (10mm)

Slate Mulch (40mm)

Silver GraniteWexford Pebble (14mm)Ballylusk (14mm)
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These hand chipped granite setts provide an extremely hard and durable surface capable 
of taking applications where potentially heavy traffic may go. Granite setts are ideally suited 
for driveways and hard standings if laid on a suitably adequate sub-base. When they are 
laid over smaller areas the elements create the illusion of space to any landscaped area.

Granite COBBLES
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Silver Split (20 x 10)

Oatmeal Split (20 x 10)

Silver Tumbled (20 x 10)

Also available in other sizes

Silver Split (10 x 10)

Oatmeal Split (10 x 10)

Oatmeal Tumbled (20 x 10)
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Stone panel is an innovative panelling system for walls, facades, etc., suitable for both indoor and 
outdoor use. This is a panel made of natural stone joined to a cement base that is reinforced with a 
light metal framework at the base. Each piece is Z-shaped in order to hide the joints from view. It is 
very simple to install and does not need specialized labour.

Stone Wall CLADDING

Stone Panel - Quartz Stone Panel - Granite

Stone Panel - Nordic Stone Panel - Black Slate
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Stone Panel - Thin Slate

Stone Panel - Multi Slate

Stone Panel - Blue Diamond

Come and visit 
our show garden  
IN DELGANY, CO. WICKLOW
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Stone Paving INSTALLATION

GROUND PREPARATION 
Preparing the ground for paving depends 
upon site conditions and the intended use 
of the paved area. If your ground is firm, 
you probably only need to remove the turf 
and topsoil to a depth to allow 100mm of 
hardcore and 60mm for the slab and mortar 
thicknesses. If the ground is very soft or if 
the paved area is going to have heavy traffic 
on it, you would need to allow for a depth of 
200mm of hardcore and 60mm for the slab 
and mortar thicknesses.

If the paved area is going to be driven on, 
a poured concrete slab underneath the 
mortar bed is recommended but an engineer 
might need to be consulted at this stage. In 
reality, few areas are already level enough for 
immediate paving, so some areas need to be 
excavated whilst others need to be made up 
with compacted hardcore.

NATURAL STONE
We would recommend that you use a 
25-35mm wet mortar bed on 100mm of 
well compacted hardcore for most paving 
situations.

WHICH WAY UP?
There seems to be some confusion about the 
way you lay natural stone! The larger surface 
area is the side of the slab you see when it 
is laid which means that the joints between 
the slabs are smaller at the top then they are 
at the bottom, which also helps the pointing 
to get a better hold. Please see the diagram 
below.

SELECTION
We recommend that whenever laying natural 
stone you should mix your paving from 3-4 
different packs (if laying a large area) as this 
will allow the colours to blend and help to 
improve any shade variations that may occur 
between packs, giving your patio a more 
natural look.

LAYING
We recommend using a wet mortar mix of 1 
part cement to 5 parts building sand. Start 
from a corner or use a string to give yourself 
a straight line. Trowel five large dabs of mortar 
at each corner and in the middle of each slab 
giving yourself a fairly full bed of mortar.

Due to the variations in thickness we 
recommend you start with a thick slab and 
tap it down into the mortar until you find the 
correct level (use a rubber mallet to tap the 
slab down as it will avoid cracking it). Once 
you lay the first slab, lay the five spots of 
mortar for the next slab. You could also lay a 
strip of mortar where the next joint will be, this 
will minimise pointing afterwards. Ensure that 
you check all of the levels and falls during the 
laying process, you should do this by using 
a spirit level. This will help you to create a 
patio with a slight fall on it to ensure it drains 
properly.

CUTTING
If your patio involves a lot of cutting we would 
advise that you hire a powered cutting tool 
with a diamond tipped blade. Some stones 
are harder to cut than others and will require 
more work.

HOW TO LAY STONE PAVING
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POINTING
There are several methods and products in 
the market to help with the pointing of paving 
products. Air reacting jointing products 
(i.e. Botament) which we sell and the old 
fashioned cement and mortar mix.

We recommend that paving is laid allowing 
for a minimum 5-10mm joint (depending on 
product). If you are using a jointing product 
please follow the instructions on the cover of 
the product, as failing to do so could lead to 
a complete renewal of products. When using 
a cement mortar mix we recommend using a 
wet mix (but not sloppy) to produce a more 
permanent waterproof finish. Make sure you 
clean the excess cement mortar mix from the 
paving using a sponge when the mortar is still 
wet, or a wire brush and some acid cleaner 
when the mortar has hardened.

SEALING
Should you seal natural stone? Some 
products we sell we do recommend that you 
seal. For other products it is optional, as it 
can help to maintain the colour and keep the 
paving clean.

AFTERCARE
We recommend that your paved area is kept 
free of leaves and general garden debris as 
this will keep it clean for longer. For best 
results clean your paved area with a small 
pressure washer (available in hardware stores 
i.e. Woodies) every six to twelve months, 
alternatively there are patio cleaning products 
available which we can supply you with.

DISCLAIMER

Millbrook Paving Centre cannot accept 
any responsibility for any mortar staining, 
cutting or problems during the laying of their 
sandstone or limestone products.

Colour: Natural stone paving and other 
products may be subject to variation in 
colour. The stone that is laid in our display 
and the photos in this brochure show general 
characteristics of colour and marking and 
might differ from the actual product you 
receive. Choice of colour should always be 
made from actual products rather then the 
photographs herein.

Dimensions: All sizes and dimensions stated 
are approximate and may differ in actual 
product. The thickness variation is due to 
splitting of the stone along the naturally 
formed seams of the block extracted from 
the quarry.

We would like to thank the following 
companies for providing material for this 
brochure: Oakdene Landscapes, LandArt, 
DJ Landscapes, Inspire Landscape and 
Greenstone Landscapes. 

For more information visit our website  
www.millbrookpaving.ie

ETHICAL TRADING
We at Millbrook Paving Centre buy most of 
our material from Stoneage Products (India) 
Ltd, who strongly believe in adhering to a 
strict framework of policies and regulations. 
In accordance with this belief, Stoneage 
has undergone a process of stringent audits 
over the years. The result has been that they 
have recently been awarded ISO:9001:2000 
by TUV, Rhineland, Germany. Further all 
their policies and practices for social and 
ethical trading have been confirmed as 
per the standards of SA8000 by Qualicon 
Consultancy. In fact, their company is the 
only natural stone industry in India, which 
has achieved this approval and meets all the 
demanding set of conditions stated under 
SA800, a European standard.

Stoneage (India) operates a charitable trust 
and contributes to it on a monthly basis and 
the amount of the donation is commensurate 
with the growth of the company. The funds 
from the trust are used for education of poor 
children and medical treatment of the needy. 
The accounts of the trust are independently 
audited annually and are available for public 
viewing.

We therefore assure you that by choosing 
a Millbrook Paving product that you will be 
indirectly contributing towards raising living 
standards in India.
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Paving Layout GUIDELINES

Layout Pattern 2
(1) 600 x 900 mm
(2) 600 x 600 mm
(3) 600 x 300 mm
(4) 300 x 300 mm

Layout Pattern 1
(A) 900 x 600 mm - 13 pcs
(B) 600 x 600 mm - 13 pcs
(C) 600 x 290 mm - 13 pcs
(D) 290 x 290 mm - 9 pcs

PATTERN 1 PATTERN 2
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Paving Layout GUIDELINES Pebble DRIVEWAYS

This is something that people often ask us about so we decided to 
explain it here to make it as easy as possible.

Firstly remove the existing driveway or if it is a new driveway remove the 
topsoil to a minimum depth of 200mm (8 inches). Next add 150mm (6 
inches) of crushed stone (hardcore) and compact it with a compacter 
plate or even better hire a drum roller and roll it. After this “blind” the 
hardcore with material known as quarry dust to an approximate depth 
of 30mm. Once the quarry dust is spread all over the hardcore, it helps 
to wet it down slightly and then compact it with the compacter plate. 
This seals the hardcore and prevents it coming back up and getting 
mixed up with the pebble. The next step is to put the pebble on top of 
the dust. The pebble only needs to be 30-40mm in depth (depending 
on the size of the pebble). If it is any deeper it will be uncomfortable to 
walk on, impossible to push a pram or a wheelie bin on and will always 
look untidy. The pebble will bind with the dust and over time will form 
a good solid surface.

One of the many advantages of pebble driveways is that they are 
permeable and absorb rainwater so that all the rainwater is not going 
into the storm water drainage system.

To put the finishing touches to your driveway, dress it with some granite 
cobble edging and a granite cobble apron at the entrance which will 
also contain the pebble and prevent it from spreading out on the foot 
path by the car wheels. 

HOW TO CONSTRUCT A GRAVEL / PEBBLE DRIVEWAY

How to work out the quantity of the 
different material you need:

HARDCORE: at 200mm depth;  
1 ton will cover 4.5 metre square.

QUARRY DUST: at 30mm depth;  
1 ton will cover 20 metre square.

PEBBLE/GRAVEL: at 30/40mm depth; 
1 ton will cover 18/20 metre square.

Hardcore / Crushed Stone 
200mm (minimum)

Quarry Dust 30 mm approx
Pebble / Gravel 30/40mm
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Specification GUIDE
Sandstone Paving (Indian) Mint 600 x 900, 600 x 600, 600 x 300mm

Camel Dust 600 x 900, 600 x 600, 600 x 300mm

Grey 600 x 900, 600 x 600, 600 x 300mm

Limestone Paving (Indian) Blue and Black 600 x 900, 600 x 600, 600 x 300mm

Tumbled Grey 600 x 900, 600 x 600, 600 x 300mm

Kota Brown 600 x 900, 600 x 600, 600 x 300mm

Yellow & Tumbled Yellow 840 x 560, 560 x 560, 560 x 280mm

Limestone Paving (Egyptian) 20mm thick Mixed Sizes

20mm thick 600mm x 400mm

20mm thick 600mm x 900mm (All one size only)

Limestone Paving (Kilkenny) 30mm thick  600mm x 300mm & other sizes available

Travertine Paving (Filled and honed) 30mm thick 600mm x 400mm (sawn edge)

Porcelain (Italian) Sand 1000 x 500 x 20mm

Grey 1000 x 500 x 20mm

Charcoal 1000 x 500 x 20mm

Porcelain  Biscuit Beige 600x600x20mm

Midnight Black 600x600x20mm

Stone Grey 600x600x20mm

Circles (Indian) Available in Mint, Camel Dust and Yellow limestone 3 metre

Sandstone Cobbles (Indian) Available in Mint and Camel Dust 200 x 100mm

Limestone Cobbles (Indian) Available in Yellow and Black 200 x 100mm

Sandstone Paving (Indian) Mint 600 x 900, 600 x 600, 600 x 300mm

Camel Dust 600 x 900, 600 x 600, 600 x 300mm

Grey 600 x 900, 600 x 600, 600 x 300mm

Limestone Paving (Indian) Blue and Black 600 x 900, 600 x 600, 600 x 300mm

Yellow 840 x 560, 560 x 560, 560 x 280mm

Kota Brown 600 x 900, 600 x 600, 600 x 300mm

Tumbled Yellow 840 x 560, 560 x 560, 560 x 280mm

Limestone Paving (Egyptian) Mixed Sizes 20mm thick 600 x 900, 600 x 600, 600 x 295mm

(All one size only) 20mm thick 600 x 900mm

Limestone Paving (Kilkenny) Other sizes available 30mm thick 600 x 300mm

Travertine Paving (Filled and honed)  (sawn edge) 30mm thick 600 x 400mm

Porcelain (Italian) Sand 1000 x 500 x 20mm

Grey 1000 x 500 x 20mm

Charcoal 1000 x 500 x 20mm

Circles (Indian) Available in Mint, Camel Dust and Yellow limestone 3 metre

Sandstone Cobbles (Indian) Available in Mint and Camel Dust 200 x 100mm

Limestone Cobbles (Indian) Available in Yellow and Black 200 x 100mm

Railway Sleepers (New) 200mm x 100mm 2.4 metres

Bricks (Reclaimed)
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Railway Sleepers (New) 2.4 metres 200mm x 100mm

Bricks (Reclaimed)

Granite Paving (Bush Hammered Finish) Oatmeal 30mm thick

Silver          30mm thick

Granite Paving (Portuguese) Available in Silver and Oatmeal 30mm thick

Granite Kerbs  Available in Silver & Oatmeal 1m x 200mm x 100mm 

Granite Cobbles (Split / tumbled finish)  Available in Silver and Oatmeal 200 x 100 x 100mm

200 x 100 x 50mm

100 x 100 x 50mm

Granite Cobbles (Portuguese) Machine Cut 200 x 100 x 50mm

Granite Steps 3 sides bullnosed 2000 x 400 x 40mm

1 side bullnosed 1000 x 450 x 30mm

1 side bullnosed 600 x 300 x 30mm

Egyptian Limestone Steps 1000mm x 400mm x 40mm

Granite Risers 1000mm x 150mm x 30mm

Granite Wall Capping                     Bush hammered in finish with drip strip 1000mm x 330mm x 60mm       

1000mm x 450mm x 60mm

Quartz Walling Cages Approximately 3-4m² in a cage

Stone-panel Wall Cladding                                                Available colours: Quartz, Granite,  
Nordic Slate and Black  
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OPENING HOURS 
Mon-Fri: 8.00 am - 5.00 pm 
Sat: 8.00 am - 1.00 pm 
Closed Sundays and Bank Holidays

Find us...

(Subject to change)
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Come visit us... 
at our extensive diplay area in Farrankelly, Delgany, Co, Wicklow. 
Here you will be able to visualise what your chosen paving might 
look like and get help and advice from our on site team.



millbrookpaving.ie

CONTACT US 
Tel: 01 287 5016 
Mob: 087 262 5428 
Email: sales@millbrookpaving.ie
Web: millbrookpaving.ie
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